
Installation boxes product modification
Mounting boxes AU5.2, AU6.2 and junction box AU8 to be 
sold without reducers 
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Mounting boxes AU5.2, AU6.2 and also 
the junction box AU8 are sold without the 
removable reducer from now on. 

The most common size conduit used today is Ø 20 mm. The 
removable reducers included in our installation boxes are often 
wasted. To answer to the change in installation habits and to 
reduce waste, we are modifying our installation boxes, and offer 
the mounting boxes AU5.2, AU6.2 and also the junction box AU8 
without the removable reducer for Ø 16 mm conduits. The selec-
tion still includes reducer, inlets and conduit adaptor as acces-
sories.
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AU5.2 Mounting box, branched 2-way
The mounting box is designed for installation in all new build-
ings and in prefabricated building elements, and can be used 
with cast materials. The box has 2 branch inlets for Ø 20 mm 
conduits. There are also 3 knock-out on the side, and 2 on 
the bottom.

AU6.2 Low mounting box, branched 2-way
The box has 2 branch inlets with locking devices for Ø 20 mm 
conduits. A separate inlet can be attached to the side op-
posite the fixed inlets. The bottom of the box has two inlets. 
Inlets cannot be attached to the sides of the box, but the 
sides can be used to connect boxes with each other using a 
PMR474 interconnector cut level with the bottom of the box. 
The height of the box is 38 mm.

AU8 Junction box
The AU8 junction box is 53 mm high and has eight inlets for 
Ø 20 mm conduits. The box also has knock-outs for 4 side 
inlets and 4 bottom inlets. In wall installation the box can be 
attached with a AS13 support. 

ABB installation boxes are manufactured from halogen-free 
material and the boxes comply with the IEC/EN60670:2005 
standard filament test (850 °C).
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AJ16.20
 

Accessories 

AN16
 

ANP16
 

AN16 Inlet 16 mm
Inlet AN16 is equipped with locking device which prevents 
conduit disconnection. The conduit can be unfastened by 
twisting it. The inlet can be used both in mounting boxes and 
in junction boxes.

ANP16 Back inlet 16mm
The back inlet is fitted with locking device. The conduit can be 
unfastened by twisting it. Inlet can be used both in mounting 
boxes and in junction boxes.

AJ16.20 Conduit adaptor 16 mm / 20 mm
The AJ16.20 conduit adaptor is used when changing the plas-
tic conduit size from 16mm to 20mm.

AN20.16
 

AN20.16 Reducer 20 / 16 mmm
AN20.16 reducer facilitates easy inlet reduction from Ø 20 
mm to Ø 16 mm.


